
BNC DB9 F Pin

1 – Center (Red) 6

1 – Shield (Black) 1

2 – Center (Yellow) 8

2 – Shield (Black) 3

D0902160 - OMC Tip-Tilt Adaptor Cable

BNC 1(1,6)

BNC 2(3,8) 

DB9 
Female

Notes:
1) Total Wire length is 30 inches
2) Twist each pair arbitrarily
3) Tie wrap wires, leaving 6” at BNC end

24”
6”

30”

Ties



D0902160 - OMC Tip-Tilt Adaptor Cable – Installed (1)



D0902160 - OMC Tip-Tilt Adaptor Cable – Installed (2)



D0902160 - OMC Tip-Tilt Adaptor Cable - History

•Tip/Tilt Shutter Controller (D080252)

1) Is interfaced with a breakout circuit and minigrabbers

2) Pinout for D9 (M) Connector
a.Pin 1 ……. Differential Signal 1 Common - Trigger Monitor - (Shield, Black)
b.Pin 6 ……. Differential Signal 1 Signal - Trigger Monitor + (Center, Red)
c.Pin 3 ……. Differential Signal 3 Common - Setpoint Monitor - (Shield, Black)
d.Pin 8 ……. Differential Signal 3 Signal - Setpoint Monitor + (Center, Red)

Note that the minigrabbers 
are reversed in color 

meaning.  The  adaptor cable 
takes this into account.
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