D0902427 Stage0-1 Actuator Coil Bracket - Horizontal, PART PDM REV: X-010, DRAWING PDM REV: X-011
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NOTES CONTINUED: REV. DATE DCN # DRAWING TREE #
{5) SCRIBE, ENGRAVE, OR MECHANICALLY STAMP (NO INKS vl | 22 Feb. 2010 E1000049 E1000025
OR DYES) DRAWING PART NUMBER, REVISION [AND
VARIENT OR 'TYPE' IF APPLICABLE ON NOTED SURFACE v2 | 24 Aug. 2010 ET1000353 E1000025
OF PART FOLLOWED ON THE NEXT LINE WITH A THREE
DIGIT SERIAL NUMBER. SERIAL NUMBERS START AT 001 FOR — 959 -

THE FIRST ARTICLE AND PROCEED CONSECUTIVELY.
USE MINIMUM 0.12 HIGH CHARACTERS, UNLESS THE SIZE
OF THE PART DICTATES SMALLER CHARACTERS.

A VIBRATORY TOOL MAY BE USED.

EXAMPLE DOCOOOOCCVY, TYPE-XX, 5/N XXX,
. APPROXIMATE WEIGHT = 2,046 LB,
MACHINE ALL SURFACES TO REMOVE OXIDES AND MILL FINISH,
USE OF ABRASIVE REMOWVAL TECHNIQUES 15 NOT ALLOWED.
. ALL PARTS SHALL BE MANUFACTURED IN ACCORDAMNCE
WITH LIGO SPECIFICATION EQ700344.
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. ALLTHREADED IMSERTS TO BE INSTALLED BY LIGO PERSONNEL,

AFTER DELIVERY OF FINSIHED PARTS, USE NITRONIC &0
THREADED INSERTS.

10. A TRUE POSITION TOLERANCE OF @.010 IS ~ THE SAME
AS A CONVENTIONAL TOLERANCE OF +.005.
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