
5. VENDOR REFERENCES ARE PROVIDED AS EXAMPLES OF PARTS MEETING
    ALL REQUIRED SPECIFICATIONS. EQUIVALENTS ARE ALWAYS 
    ACCEPTABLE UNLESS OTHERWISE SPECIFIED.
6. REFER TO LIGO E0900357 FOR ASSEMBLY AND LOADING PROCEDURE.
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L4C-ADL  INTERPOSER  ASSY, STAGE 1, aLIGO  BSC ISI
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2. REMOVE ALL SHARP EDGES, R.02 MIN.

NOTES AND TOLERANCES: (UNLESS OTHERWISE SPECIFIED)
1. INTERPRET DRAWING PER ASME Y14.5-1994.

4. ALL MACHINING FLUIDS MUST BE FULLY SYNTHETIC, FULLY WATER SOLUBLE 

PROJECTION:

DIMENSIONS ARE IN INCHES

TOLERANCES:
.XX     N/A
.XXX   N/A

ANGULAR 

E1000025

ITEM NO. PART NUMBER DESCRIPTION MATERIAL REQ

4 UC_COMPONENTS_WFV-38 Washer Vented, .39 ID X .62 OD X .032 THK #3/8" 18-8 SS 3

3 HOLOKROME_78100 SHCS, 3/8"-16x1.25" 18-8 SS 3

2 D047820 L4C Assy, aLIGO BSC-ISI N/A 1

1 D0902283 L4C INTERPOSER,  STAGE 1, aLIGO  BSC ISI 6061-T6 Al 1

HARDWARE INCLUDED WITH
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4

3 4

1

3

2

34


