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REV. DATE DCN # DRAWING TREE #
A oo 060262 E060243
B 1w 060262 060243
C | nosco E060262 060243

NOTES: (UNLESS OTHERWISE SPECIFIED)

E A

2. REMOVE ALL SHARP EDGES,
R.02 MAX.

3. ALL MACHINING FLUIDS SHALL BE
WATER SOLUBLE AND FREE OF
SULFUR, CHLORINE AND SILICONE,
SUCH AS CINCINNATI MILACRON'S
CIMTECH 410 (STAINLESS STEEL)

4. HOLE & SHAFT FITS ARE ALSO GIVEN
ACCORDING TO BS4500:1969

(5SCRIBE, ENGRAVE OR STAMP
DRAWING PART NUMBER, REVISION
ON NOTED SURFACE OF PART AND
THEN A THREE DIGIT SERIAL
NUMBER. SERIAL NUMBERS START
AT 001 FOR THE FIRST PART AND
PROCEED CONSECUTIVELY.

USE .07" HIGH CHARACTERS. A
VIBRATORY TOOL MAY BE USED.
EXAMPLE: D060112-C

SN 001

DIMENSIONS ARE IN INCHES [mm]
TOLERANCES:

XX +0.01

XXX +0.005

ANGULAR* 0.5 °
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LIGO

MATERIAL
A/Alloy 6082

SYSTEM

ADVANCED LIGO
SUB-SYSTEM G| |G

FINISH

32 Jinch

NAME DATE

S. Bookes
S. Aston
A. Vecchiol

DRAWN
ICHECKED
APPROVED

26 JUN 06
22 AUG 06
31 OCT 06

NEXTASSY D060217 BOSEM PD Assembly
PART NAME .

PD Carrier
SIZE DWG. NO. REV.
A D060112 C
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