End Station ISC Field Rack Layout

Color Key
1v [T Installed
1U B3 Ready for installation

.

Differential to Single Ended Converter

ISC Whitening Chassis N
Dual QPD Transimpedance Amplifier
Dual QPD Transimpedance Amplifier
ISC Whitening Chassis

Do not use

42 U
o 1U 2 Built but not fully tested
2052 RF Distribution Patch Panel 24 (EX)/28 (EY)
o 1U Still being built

2U 38 RF Distribution Patch Panel 25 (EX)/29 (EY) o
1U 38 24.5 MHz Delay Line Phase Shifter 1V Not even started building

37
1U 36 2 Ch. RFPD 1/Q Demod (RC&ALS Status as of May, 2013
1U 35 Demodulator RF Patch Panel (4x ‘?’NC) Y
2U 3‘3‘ 79.4 MHz VCO (ALS)
1U 32 39.7 MHz Frequency Divider
1U 31 RF Preamplifier o
1U30 39.7 MHz 2 Ch. Phase/Freq. Discriminator

29
1U 28 Common Mode Servo (ALS Laser Locking)

27
1U 26 Common Mode Servo (ALS Cavity Locking)

25
1U 24 LSC Demod Concentrator 5

23
1U 22 Auxiliary Signals Concentrator 2
1U 21 Auxiliary Signals Concentrator 1
1U 20 Auxiliary Signals Concentrator 5
1U 19 Dual DSUB Breakout Panel

RPRRRR
ccccc cC
PNWAOIO N ©

End Station Field Rack
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