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NOTES CONTINUED:
S g . 4X .02 X 45° = 12080 | = 4. ALL MACHINING FLUIDS MUST BE FULLY SYNTHETIC, FULLY WATER SOLUBLE
S 3X .02 X 45" CHAMFER 3X 60.0° CHAMFER AND FREE OF SULFUR, SILICONE AND CHLORINE.
> ALL AROUND PADS : SCRIBE, ENGRAVE, OR MECHANICALLY STAMP (NO INKS OR DYES) DRAWING
2 PART NUMBER, REVISION (AND VARIANT OR "TYPE" IF APPLICABLE ON NOTED
z SURFACE OF PART FOLLOWED ON THE NEXT LINE WITH A THREE DIGIT SERIAL
) NUMBER. SERIAL NUMBERS START AT 001 FOR THE FIRST ARTICLE AND PROCEED
5 CONSECUTIVELY. USE MINIMUM 0.12 HIGH CHARACTERS, UNLESS THE SIZE OF
2 THE PART DICTATES SMALLER CHARACTERS. A VIBRATORY TOOL MAY BE USED.
z EXAMPLE DXXXXXXX-VY, TYPE-XX, S/N XXX.
= 6. APPROXIMATE WEIGHT = 1.84 LB.
e 7. ALL PARTS SHALL BE MANUFACTURED IN ACCORDANCE WITH LIGO
g 7 SPECIFICATION E0900364.
2 3X @ 266 THRU 8. ALL THREADED INSERTS TO BE INSTALLED BY LIGO PERSONNEL, AFTER DELIVERY
3 : " OF FINISHED PARTS, USE NITRONIC 60 THREADED INSERTS.
T ? ' @ .38 X 82°, NEAR SIDE 9. ALIbHEL(IicglL TAPSED HC%IE}EOSOT(E) BE PREPARED ACCORDING TO EMHART HELI-COIL
s ) — * PRODUCT CATALOG H URRENT REV.
g 3X2.13 3X|120.0° TAP FOR 174 200 HELICOIL INSERT = 2.0 * DIA. 10. BLACK ANODIZE PER MIL-A-8625, TYPE Il, CLASS 2 (NO SALT SPRAY CERTIFICATION
5 ' @ .33 X 82°, FAR SIDE REQUIRED).
= Q} % 11. USE (3) 1/4-20 HELICOIL INSERTS SHOWN IN BOTTOM VIEW (B-5) ONLY FOR
= A 005 |A|B HORIZONTAL L-4C'S.
z 12. ONLY INSERT (2) 1/4-20 HELICOIL INSERTS (D-5) IN 1 OF THE 2 TABS. CHOICE OF
2 TAB DEPENDS ON SCREW ACCESS AFTER ASSEMBLY IN D030326, FOR LEFT OR RIGHT
5 CONFIG. REFER TO ASSEMBLY DRAWING FOR FURTHER DETAIL.
j' NOTES AND TOLERANCES: (UNLESS OTHERWISE SPECIFIED) PART NAME
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