
MGOe magnets. (ref dia 0.1761)

0.0002-0.0005" interferance press fit to the
finished OD of the Nickel plated SmCo 26
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SECTION D-D

----
- - - -
- - - -Magnets on order:

Dia 2mm ~ 0.0787 +/- 0.002"
Length 3mm ~ 0.1181"

DIMENSIONS ARE IN INCHES

TOLERANCES:
.XX     .01
.XXX   .005

ANGULAR  0.5
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NOTES AND TOLERANCES: (UNLESS OTHERWISE SPECIFIED)

D1002338
Tip-Tilt BOSEM Flag - Dia2x3mm Magnet
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PART NAME

SCRIBE, ENGRAVE, OR MECHANICALLY STAMP (NO INKS 
OR DYES) DRAWING PART NUMBER, REVISION (AND 
VARIANT OR "TYPE" IF APPLICABLE) ON NOTED SURFACE 
OF PART FOLLOWED ON THE NEXT LINE WITH A THREE 
DIGIT SERIAL NUMBER. SERIAL NUMBERS START AT 001 
FOR THE FIRST ARTICLE AND PROCEED CONSECUTIVELY. 
USE MINIMUM 0.12" HIGH CHARACTERS, UNLESS THE SIZE 
OF THE PART DICTATES SMALLER CHARACTERS.                
A VIBRATORY TOOL MAY BE USED.                                   
EXAMPLE: DXXXXXXX-VY, TYPE-XX, S/N XXX
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Tip-Tilt Structure
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