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Hole Sizes - Imperial sizes in inches (mils)

Your Hole Sizes: Pre-set

Your hole sizes in these red Hole

ranges will be converted | (After Plating) *“Minimum Copper Pad |~ Minimum Copper

to our pre-set finish hole | Finished Hole Dimensions: Inner Layer Clearances:

sizes. Size will be: | Tolerance: |+ 017 over finished hole |+ 035 over finished hole
0.0000-0.0169 0.008" | 006008 0.0250 0.0430

+0.002-

0.0160-0.0179 00160 0,006 00310 00490
0.0180-0.0249 0.0200 +/-0.004 0.0370 0.0550
0025 00289 0.0250 0004 00420 0.0600
0.0290-0.0319 00290 0,004 0.0460 0.0640
00320 0.0349 00330 0004 0.0500 0.0680
0.03500.0380 00360 0,004 0.0530 0.0710
0.0381-0.0410 0.0405 0004 0075 00765
0.0411-0.0449 00432 0,004 0.0602 0.0782
0.04500.0519 0.0460 0004 00630 00810
0.0520-0.0599 00535 0,004 0.0705 0.0885
0.0600-0.0659 00610 0004 00780 0.0960
0.06600.0769 0.0670 0,004 0.0840 0.1020
0.07600.0839 0.0800 0004 00970 01150
0.0840-0.0899 00875 0,004 0.1045 0.1225
0.0900-0.0969 00935 0004 01105 01285
0.0970 01059 01005 0,004 01175 0.1355
01060 01160 01100 0004 01270 01450
0116101329 01259 0,004 01429 01609
0133001429 01410 0004 01580 01760
0143001629 01510 0,004 0.1680 0.1860
0163001709 01670 0004 01840 02020
0171002019 01930 0,004 02100 0.2280
0.2020 10,000 02510 0004 0.2680 0.2860

* 0.008 Finish Hole Size only available on 4 - 6 layer board orders.

** Recommended minimum pad size guarantees through-hole electrical continuity.

*** Recommended minit
holes connecting

um inner layer clearances prevent electrical shorts caused from through
ctly to ground plane.





