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DIE SPRING, 4 REQ.D.
MCMASTER-CARR #9295K99
OR EQUAL. 1556 LB EACH
AT 2,4. DEFLECTION.
8, FREE LENGTH.

1.OO

1/2' DIA, STUD
X 11" 4 REQ'D.
FOR ASSEMBLY ONLY;
LOOSEN ONCE I NSTALLED

5.60
I NSTALLED
HE I GHT FOR
ALL VALVES

SPR I NG
DEV I CE,

TOCATER
8 REQ,D.

14.16
+/- 4 .1 1. DIA. STUD

X 11.E., 4 REQ.D.

1.OO

TEFLON PAD
LUBR I CANT

I NSTALLAT I ON:
1. ASSEMBLE, WITH SPRING PACK HEIGHT AT 5.70'2. MEASURE HEIGHT OF GATE VALVE BODY ABOVE SLAB3. BEFORE PLACING UNDER VALVE, ADJUST OVERALL SUPPORT HEIGHT

TO VALVE HEIGHT, -0.05, BY ADJUSTING 1' NUTS4. LOCATE SUPPORT UNDER VALVE, WITH SPRINGS CENTERED UNDER
VALVE FACE,,PLATES AND SUPPORT CENTERED ON VALVE BODY5. ADJUST 1' NUTS UNTIL SPRING PACK HEIGHT IS 5.6O';
1./2' NUTS SHOULD BE LOOSE AT THIS TIME6. LOOSEN 1,/2' NUTS AN ADDITIONAL 0.5'ALL DIMENSIONS ARE IN INCHES
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