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PART NO. (SEE NOTE 4)
10 BE ETCHED OR STAMPED
I[N APPROX POSTTION SHOWN.

2 HOLES @191 107 THRO”

3.4 TYP WALL THICKNESS

(44) TYP

NOTES: (UNLESS OTHERWISE SPECIFIED)

. REMOVE ALL SHARP EDGES

R.02 MIN

. DO NOT SCALE FROM DRAWING
. ALL MACHINING FLUIDS SHALL BE

WATER SOLUBLE AND FREE OF

SULFUR, CHLORINE AND SILICONE
SUCH AS CINCINNATI MILACRON'S

PROCEED CONSECUTIVELY
USE 07" HIGH CHARACTERS

TOLERANCES:

XXX £0.2 mm
ANGULAR +0.25 °

DIMENSTONS ARE IN mm [INCHES]
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Next asst BS/FM TOOLING

MATERIAL AL ALLOY
CIMTECH £10 (STAINLESS STEEL)

_ SCRIBE, ENGRAVE OR STAMP DRAWING 5083 OR SIMILAR
PARTNUVBER ON NOTED SURFACE OF FINISH:  CLEAN, GREASE FREE
PART AND A THREE DIGIT SERIAL Jum Lwin]  Re - le
NUMBER. SERIAL NUMBERS START T e
AT 001 FOR THE FIRST PART AND
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