
2X D1100470
14X 3/8"-16 X 3" LONG THREADED ROD
14X 3/8"-16 NUTS AND WASHERS
ALL CLASS-B CLEAN.

ONCE THE ISI IS ON THE ADAPTERS THERE WILL 
BE VERY LITTLE ROOM TO REACH IN AND PUT 
NUTS AND WASHERS ON THE THREADED 
RODS.

REMOVE I-BEAMS

REMOVE FLAT HEAD 
SCREWS AND NUTS, 
KEEP TO REATTACH 
PLATE TO BASE

16X .53 THRU
DRILL HOLES
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14 MAR 2011SBARNUM

D1100497
HAM STORAGE CONTAINER 2

DESIGNER

A

DRAWING TREE #

1. INTERPRET DRAWING PER ASME Y14.5-1994.
2. REMOVE ALL SHARP EDGES, .005-.015. FOR MACHINED PARTS. ROUND ALL EDGES 
APPROXIMATLEY R.02 FOR SHEET METAL PARTS.
3. DO NOT SCALE FROM DRAWING.
4. ALL MACHINING FLUIDS MUST BE FULLY SYNTHETIC, FULLY WATER SOLUBLE AND FREE OF 
SULFUR, SILICONE, AND CHLORINE.
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