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NOTES AND TOLERANCES: (UNLESS OTHERWISE SPECIFIED)
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PART NAME
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07 JAN 2016E.SANCHEZAOS
SEE DCCSEE DCCMATERIAL

inchN/A

DESIGNER 07 JAN 2016E.SANCHEZ

APPROVAL SEE DCCSEE DCC

ADVANCED LIGO

SCRIBE, ENGRAVE (A VIBRATORY TOOL MAY BE 
USED), LASER MARK OR MECHANICALLY STAMP 
(NO INKS OR DYES) DRAWING PART NUMBER, 
REVISION (AND VARIANT OR "TYPE" IF APPLICABLE) 
ON NOTED SURFACE OF PART FOLLOWED ON THE 
NEXT LINE WITH A THREE DIGIT SERIAL NUMBER. 
SERIAL NUMBERS START AT 001 FOR THE FIRST 
ARTICLE AND PROCEED CONSECUTIVELY. USE 
MINIMUM 0.12" HIGH CHARACTERS, UNLESS THE 
SIZE OF THE PART DICTATES SMALLER CHARACTERS.
EXAMPLE: DXXXXXXX-VY, TYPE-XX, S/N XXX

5
NOTES CONTINUED: DRAWING TREE #DCN #DATEREV.
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6  CUT AWAY FROM SIDE 1 AS PER DETAIL 'A'

7  APPLICABLE TO OUTER EDGES ONLY.

1. INTERPRET DRAWING PER ASME Y14.5-1994.
2. REMOVE ALL SHARP EDGES, .005-.015. FOR MACHINED PARTS.
3. DO NOT SCALE FROM DRAWING.
4. ALL MACHINING FLUIDS MUST BE FULLY SYNTHETIC, FULLY WATER
SOLUBLE AND FREE OF SULFUR, SILICONE, AND CHLORINE.
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Callout
.157 inchby B.Smith, J.Birch and A.Mullavey.
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Pencil
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Pencil
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Pencil
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Pencil

jeremybirch
Pencil

jeremybirch
Callout
Small scratches, Hazey.

jeremybirch
Callout
Small scratches, Hazey.

jeremybirch
Callout
Small scratches, Hazey. See Photo.
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Callout
Small scratch.
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Callout
Small scratch.

jeremybirch
Callout
Small deep scratch.
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Line
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Line

jeremybirch
Callout
SN002

jeremybirch
Text Box
Back side. Surface scratch, about 1.5" long center top of glass.
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