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D1900089‐v3 Revised Suspension Satellite Amplifier Assembly Drawing

5
 Locations

ITEM QNTY PART 
NUMBER DESCRIPTION

1 1 D1900217‐v2 PCB Sus Sat 
Amp

2 1 36‐1651‐3‐ND Standoff 
#4‐40 3/8"

3 1 D1900091‐v2 Rear Panel

4 1 D1900090‐v1 Front Panel

5 1 D1900420‐v1 Cable 
Assembly

6 1 D1900462‐v1 DC ON‐OFF 
Switch

7

8

5 91099A160
4‐40 5/16  

Mounting Screws 
PCB

1 D1900408 Rear Panel 
Option 2

5

CABLE LENGTH

L. Sánchez 02‐27‐19

db25F db25M db15M

dB37M

dB37F

FRONT 
PANEL 
SWITCH

5

ITEMs 6, 7 and 9 are 
for Rear Panel 

Option No. 2. where 
we energized the 

unit with rack power

ITEMS 6,7 and 9 are only when rear 
panel option no 2 is used. Rack 
Power instead of Coil Power.

D1900089‐v3

9 2 9106 Handle, 6‐32 H 
1inch  L 1.25inch

10

11

4 9121
Ferrule NKL PL
0.265 , 0.203, 
0.144, 0.125

44 91099A152
4‐40 3/16 Mounting 
Screws Panels and 

cover lid

12

13

6 91099A220 6‐32 ½ Mounting 
Ears

4 91099A205
6‐32 1/4 

Mounting Screws 
Handle

ITEMS 9‐13 are not illustrated, but 
are the mechanical parts needed to 
complete the chassis assembly.


