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DYES) DRAWING PART NUMBER, REVISION (AND 
VARIANT OR "TYPE" IF APPLICABLE) ON NOTED SURFACE 
OF PART FOLLOWED ON THE NEXT LINE WITH A THREE 
DIGIT SERIAL NUMBER. SERIAL NUMBERS START AT 001 
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USE MINIMUM 0.12" HIGH CHARACTERS, UNLESS THE SIZE 
OF THE PART DICTATES SMALLER CHARACTERS.                
EXAMPLE: DXXXXXXX-VY, TYPE-XX, S/N XXX

DRAWING TREE #

6.   ALL  PARTS SHALL BE MANUFACTURED IN ACCORDANCE WITH
      

7.   ALL MATERIAL IS TO BE VIRGIN MATERIAL (i.e. NO WELD REPAIRS,
      PLUGS OR RECYCLED MATERIAL). NO REPAIRS SHALL BE MADE UNLESS
      APPROVED IN ADVANCE, AND IN WRITING, BY LIGO LABORATORY.
      

8.   SURFACE FINISH TO BE AS-PROCESSED FROM MILL/SUPPLIER, FREE FROM
      SCRATCHES OR GOUGES.

9   ELECTROPOLISH ALL SURFACES TO REMOVE .0005-.001 PER SURFACE.

10  MATERIAL: MAKE FROM EXTRUDED ALUMINUM T-BAR 6063 T52
                         2" HIGH X 2" WIDE X .25" THICK

11  RIGHT HAND SHOWN, LEFT HAND SYMMETRICALLY OPPOSITE.

1. INTERPRET DRAWING PER ASME Y14.5-1994.
2. REMOVE ALL SHARP EDGES, .005-.015. FOR MACHINED PARTS.
3. DO NOT SCALE FROM DRAWING.
4. ALL MACHINING FLUIDS MUST BE FULLY SYNTHETIC, FULLY WATER SOLUBLE AND FREE OF 
SULFUR, SILICONE, AND CHLORINE.
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